
 
CITY OF CAMPBELL 
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70 North First Street - Campbell, California 95008-1423 - TEL 408.866.2140 - FAX 408.871-5140 - TDD 408.866-2790 

November 27, 2019 
 

NOTICE OF PUBLIC HEARING  
 
Notice is hereby given that the Planning Commission of the City of Campbell has set the time of 7:30 
p.m., or shortly thereafter, on Tuesday, December 10, 2019, in the City Hall Council Chambers, 70 
North First Street, Campbell, California, for a Public Hearing to consider the application of Buddhadeb 
Basu for a Variance (PLN2019-176) to allow a reduced side-yard setback to legalize an unpermitted 
accessory dwelling unit (ADU) on property located at 309 Redding Road. Staff is recommending that 
this item be deemed Categorically Exempt under CEQA. 
 
Interested persons may appear and be heard at this hearing.  Please be advised that if you challenge 
the nature of the above project in court, you may be limited to raising only those issues you or someone 
else raised at the Public Hearing described in this Notice, or in written correspondence delivered to the 
City of Campbell Planning Commission at, or prior to, the Public Hearing.  Questions may be addressed 
to the Community Development Department at (408) 866-2140. 
 
Plans and architectural drawings may be viewed at the Planning Division office during normal business 
hours (8:00 a.m. – 5:00 p.m.) and on the City's 'Public Notices' web page 
(http://www.cityofcampbell.com/501/Public-Notices) under ‘Planning Commission’. 
 
Decisions of the Planning Commission may be appealed to the City Council.  Appeals must be 
submitted to the City Clerk in writing within 10 calendar days of an action by the Commission. 
 
In compliance with the Americans with Disabilities Act, the City of Campbell will generally, upon 
request, provide appropriate aids and services leading to effective communication for qualified persons 
with disabilities so they can participate equally in the public hearings, including qualified sign language 
interpreters, listening assistive devices, and other ways of making information and communications 
accessible to people who have speech, hearing, or vision impairments. Anyone who requires auxiliary 
aid or service for effective communication should contact the City Clerk’s Office at 70 N. First Street, 
Campbell, CA 95008, (408) 866-2117 or ClerksOffice@campbellca.gov at least on week prior to the 
meeting. Hearing impaired or TTY/TDD text telephones users may contact the City by dialing 711 for 
California Relay Service (CRS) or by telephoning any other service providers’ CRS telephone number. 

 
PLANNING COMMISSION 

  CITY OF CAMPBELL 
PAUL KERMOYAN 

SECRETARY 
PLEASE NOTE:  When calling about this Notice, 
   please refer to: 309 Redding Road 
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A. ALL WORK DESCRIBED IN THE DRAWINGS SHALL BE VERIFIED FOR DIMENSION, GRADE, EXTENT, AND COMPATIBILITY TO THE
EXISTING SITE. ANY DISCREPANCIES AND UNEXPECTED CONDITIONS THAT AFFECT OR CHANGE THE WORK DESCRIBED IN
THE CONTRACT DOCUMENTS SHALL BE BROUGHT TO THE ROLM DESIGN STUDIO’S ATTENTION IMMEDIATELY. DO NOT
PROCEED WITH THE WORK IN THE AREA OF DISCREPANCIES UNTIL ALL SUCH DISCREPANCIES ARE RESOLVED. IF THE
CONTRACTOR CHOOSES TO DO SO HE SHALL BE PRECEDING AT HIS OWN RISK. OMISSIONS FROM THE DRAWINGS AND
SPECIFICATIONS OR THE MISDESCRIPTION OF THE WORK WHICH IS MANIFESTLY NECESSARY TO  CARRY OUT THE INTENT
OF THE DRAWINGS AND SPECIFICATIONS, OR WHICH IS CUSTOMARILY REFORMED, SHALL NOT RELIEVE THE CONTRACTOR
FROM PERFORMING SUCH OMITTED OR MIS-DESCRIBED DETAILS OF THE WORK AS IF FULLY AND COMPLETELY SET FORTH
AND DESCRIBED IN THE DRAWINGS AND SPECIFICATIONS. SITE CONDITIONS: ALL CONTRACTORS AND SUB-CONTRACTORS
SHALL VERIFY DIMENSIONS AND CONDITIONS AT THE SITE PRIOR TO COMMENCEMENT OF THEIR WORK. FAILURE TO DO SO
SHALL NOT RELEASE THEM FROM THE RESPONSIBILITY OF ESTIMATING THE WORK. IF ANY VARIATION, DISCREPANCY OR
OMISSION (BETWEEN THE INTENT OF THESE CONTRACT DOCUMENTS AND THE EXISTING CONDITIONS ARE FOUND, THE
CONTRACTOR OR SUBCONTRACTOR SHALL NOTIFY ROLM DESIGN STUDIO IN WRITING AND OBTAIN WRITTEN RESOLUTION
FROM ROLM  DESIGN STUDIO PRIOR TO PROCEEDING WITH ANY RELATED WORK.

B. EXCAVATION ACTIVITIES ASSOCIATED WITH THE PROPOSED SCOPE OF WORK SHALL OCCUR NO CLOSER THEN 10-FEET
FROM THE EXISTING STREET TREE, OR AS APPROVED BY THE URBAN FORESTRY DIVISION CONTACT 650-496-5953. ANY
CHANGES SHALL BE APPROVED BY THE SAME.

C. MOVABLE EQUIPMENT, FURNITURE, ETC, SHALL BE REMOVED BY OWNER PRIOR TO COMMENCEMENT OF DEMOLITION
WORK.

D. CONTRACTOR SHALL MAINTAIN THE BUILDING IN A WEATHER TIGHT CONDITION.
E. CONTRACTOR SHALL TAKE NECESSARY PRECAUTIONS TO PREVENT DAMAGE TO CONSTRUCTION TO REMAIN OR

OCCUPIED AREAS WHERE VARIOUS SYSTEM CONNECTIONS OR EXTENSIONS ARE REQUIRED.
F. THE OWNER WILL RETAIN SALVAGE ITEMS AS DESIGNATED BY THE OWNER'S REPRESENTATIVE.  THE CONTRACTOR  SHALL

BE RESPONSIBLE FOR THE LEGAL REMOVAL OF CONSTRUCTION DEBRIS AND/OR ITEMS NOT RETAINED BY THE OWNER.
THE CONTRACTOR IS RESPONSIBLE FOR STORAGE AND PROTECTION OF SALVAGE ITEMS WHICH MAY BE REUSED.

G. REMOVE MISCELLANEOUS EQUIPMENT ATTACHED TO WALLS, FLOORS OR CEILING WHERE INDICATED.
H. REMOVE FLOORING AND BASE THROUGHOUT U.N.O.
I. WHERE REMOVAL OF FLOOR COVERINGS AND WALL BASE ARE REQUIRED, REMOVE ONLY MATERIAL NECESSARY TO

COMPLETE DEMOLITION.  DEMOLITION INCLUDES OF ADHESIVES, GROUTING BEDS, ETC.; AND REQUIRES REMAINING
REMOVAL SURFACES TO BE PREPARED FOR NEW CONSTRUCTION.

J. CONTRACTOR SHALL PREVENT ACCESS OF UNAUTHORIZED PERSONS TO PARTLY DEMOLISHED STRUCTURES OR AREAS.
PROVIDE BARRICADES OR RIBBONED-OFF ZONES.

K. ALL ITEMS FOR RE-USE SHALL BE STORED BY CONTRACTOR ON SITE IN OWNER'S BUILDING AT SPECIFIED LOCATION.
ITEMS TO BE RE-USED ARE TO BE CLEANED, PATCHED, REFINISHED, PAINTED OR REPAIRED AS REQUIRED PRIOR TO
INSTALLATION.

L. ITEMS NOT TO BE RETAINED BY OWNER SHALL BE DISPOSED OF BY THE CONTRACTOR AT THE CONTRACTOR'S EXPENSE.
THE STOCKPILING OF EXCESS MATERIAL ON-SITE WILL NOT BE ALLOWED.

M. DISCONNECT AND REMOVE ELECTRICAL EQUIPMENT AND WIRING BACK  TO SOURCE FOR ALL EQUIPMENT AND LIGHTING
TO BE DEMOLISHED.

N. ALL EXISTING ON-SITE UTILITIES SHALL REMAIN UNLESS DESIGNATED FOR REMOVAL OR SHOULD THEY INTERFERE WITH
PROJECT CONSTRUCTION. CONTRACTOR SHALL PROTECT ALL EXISTING UTILITIES TO REMAIN.

O. CONTRACTOR SHALL COORDINATE ALL DEMOLITION WORK WITH APPROPRIATE UTILITY COMPANIES PRIOR TO STARTING
WORK.

P. GASCOIGNE DR IS RECENTLY PAVED; THEREFORE, A STREET CUT MORATORIUM IS IN PLACE FOR A PERIOD OF THREE
YEARS. HOWEVER, EXCEPTIONS CAN BE GRANTED WITH PROPER PAVEMENT RESTORATION SUCH AS SLURRY SEAL.
THEREFORE, ADDITIONAL COST MAY BE ADDED TO ANY UTILITY WORK IN THE PAVEMENT.

Q. IF THE PROJECT DAMAGES THE CITY’S SIDEWALK OR CURB AND GUTTER AS RESULT OF CONSTRUCTION ACTIVITIES, THE
PROPERTY OWNER WILL BE RESPONSIBLE TO REMOVE AND REPLACE ANY DAMAGES AS DIRECTED BY THE PUBLIC WORKS
INSPECTOR. AN ENCROACHMENT PERMIT WILL ALSO BE REQUIRED.

R. PUBLIC WORKS’ NOTES:
• 1) APPROVAL OF THESE PLANS DOES NOT RELEASE THE OWNER AND/OR CONTRACTOR OF THE RESPONSIBILITY FOR THE

CORRECTIONS OF MISTAKES, ERRORS, OR OMISSIONS CONTAINED THEREIN. IF DURING THE COURSE OF CONSTRUCTING
IMPROVEMENTS, PUBLIC INTEREST REQUIRES A MODIFICATION OF/OR A DEPARTURE FROM THE CITY OF CUPERTINO
SPECIFICATION OR THESE IMPROVEMENT PLANS, THE CITY ENGINEER SHALL HAVE THE AUTHORITY TO REQUIRE SUCH
MODIFICATION OR DEPARTURE AND TO SPECIFY THE MANNER IN WHICH THE SAME IS TO BE COMPLETED, AT THE SOLE
EXPENSE OF THE OWNER AND/OR CONTRACTOR.

• 2) CONTACT PUBLIC WORKS, (408) 777-3104, FOR INSPECTION OF GRADING, STORM DRAINAGE, AND PUBLIC
IMPROVEMENTS.

• 3) ALL PUBLIC IMPROVEMENTS MUST BE COMPLETED PRIOR TO OCCUPANCY.
• 4) CONTRACTOR IS RESPONSIBLE FOR DUST CONTROL AND ENSURING THE AREA ADJACENT TO THE WORK IS LEFT IN A

CLEAN CONDITION.
• 5) CONTRACTOR SHALL REVIEW CITY DETAIL 6-4 ON TREE PROTECTION PRIOR TO ACCOMPLISHING ANY WORK OR

REMOVING ANY TREES.
• 6) UTILIZE BEST MANAGEMENT PRACTICES (BMP'S), AS REQUIRED BY THE STATE WATER RESOURCES CONTROL BOARD,

FOR ANY ACTIVITY, WHICH DISTURBS THE SOIL.
• 7) A WORK SCHEDULE OF GRADING AND EROSION & SEDIMENT CONTROL PLAN SHALL BE PROVIDED TO THE CITY ENGINEER

BY AUGUST 15. NO HILLSIDE GRADING SHALL BE PERFORMED BETWEEN OCTOBER 1 AND APRIL 15.
• 8) TO INITIATE RELEASE OF BONDS, CONTACT THE PUBLIC WORKS INSPECTOR FOR FINAL INSPECTION.
• 9) ALL DOWNSPOUTS TO BE RELEASED TO THE GROUND SURFACE, DIRECTED AWAY FROM BUILDING FOUNDATIONS AND

DIRECTED TO LANDSCAPED AREAS.
• 10) PRIOR TO BEGINNING ANY WORK WITHIN THE PUBLIC RIGHT OF WAY, THE CONTRACTOR WILL BE RESPONSIBLE FOR

PULLING AN ENCROACHMENT PERMIT FROM THE PUBLIC WORKS DEPARTMENT.

GENERAL NOTES



MOISTURE BARRIER

7/8" CEMENT PLASTER SYSTEM

SELF-FURRING LATH

EXTERIOR SHEATHING

WOOD STUD FRAMING

CASING BEAD

3 / 8"

STUCCO SYSTEM OVER EXTERIOR
SHEATHING; SEE DETAIL 1/A8.1

2 X 4 WOOD STUDS SEE STRUCT. DWG'S.

R15 BATT INSULATION

1/2" SHIME SPACE, BACKER ROD AND
SEALANT

1/2" GYP. BD. AT INTERIORS

WOOD HEADER, SEE STRUCTURAL DWG'S

Z FLASHING/STUCCO STOP AT WINDOW
HEAD ONLY EXTEND 1" PAST EACH SIDE
OF WINDOW OPENING

WINDOW INSTALL TRIM ANGLE

BITUMINOUS BACKED RUBBER SHEET
MEMBRANE.  WRAP AROUND ALL SIDES
OF ROUGH OPENINGS

STUCCO FINISH (SMOOTH OR TEXTURED)

STUCCO PRIMER

EXPANSION JOINT

STUCCO

EXPANDED METAL LATH

MOISTURE BARRIER

SHEATHING

2 X 4 WOOD STUDS SEE STRUCT. DWG'S.

R15 BATT INSULATION

3/8" SHIM SPACE, BACKER ROD AND
SEALANT

EXTERIOR WINDOWS SEE WINDOW
SCHEDULE

EXTENSION JAMB AT INTERIOR AREA

WOOD CASING

1/2" GYP. BD. AT INTERIORS

STUCCO SYSTEM OVER EXTERIOR
SHEATHING; SEE DETAIL 1/A8.1

BITUMINOUS BACKED RUBBER SHEET
MEMBRANE.  FIRST LAYER TO WRAP
ROUGH OPENING ALL SIDES.  INSTALL
PRIOR TO WINDOW INSTALLATION

WINDOW OPENING.  VERIFY ROUGH
OPENING REQUIREMENTS WITH WINDOW
MANUF. PRIOR TO FRAMING

Z FLASHING/STUCCO STOP AT WINDOW
HEAD ONLY EXTEND 1" PAST EACH SIDE
OF WINDOW OPENING

WINDOW INSTALL TRIM ANGLE

WOOD HEADER, SEE STRUCTURAL DWG'S

3/
8"

13/4"

3 / 4"

WOOD CASING AT INTERIORS

EXTENSION JAMB AT INTERIORS

STUCCO SYSTEM OVER EXTERIOR
SHEATHING; SEE DETAIL 1/A8.1

2 X 4 WOOD STUDS SEE STRUCT. DWG'S.

1/2" GYP. BD. AT INTERIORS

R15 BATT INSULATION

3/8" HIM SPACE, BACKER ROD AND SEALANT

EXTERIOR WINDOW SCHEDULE

BITUMINOUS BACKED RUBBER SHEET
MEMBRANE.  FIRST LAYER TO WRAP
ROUGH OPENING ALL SIDES.  INSTALL
PRIOR TO WINDOW INSTALLATION

WINDOW INSTALL TRIM ANGLE

Z FLASHING/STUCCO

WOOD FRAME WALL

SHEATHING

MOISTURE BARRIER

EXPANDED METAL LATH

CORNER BEAD FILLED SOLID WITH
STUCCO PRESSED THROUGH THE
PERFORATED FLANGE

STUCCO

STUCCO PRIMER

STUCCO FINISH (SMOOTH OR TEXTURED)

EXPANDED METAL LATH CONTINUOUS
24"  THROUGH CORNER

STUCCO

STUCCO PRIMER

STUCCO FINISH (SMOOTH OR TEXTURED)

MOISTURE BARRIER WRAPPED A
MINIMUM OF 4"

SHEATHING

WOOD FRAME WALL

INSTALL SHEET OF MOISTURE BARRIER
AT BOTTOM OF OPENING

INSTALL BARRIER MEMBRANE ON SILL OF
ROUGH OPENING AND ONTO THE
MOISTURE BARRIER. LAP UP THE JAMBS
A MINIMUM OF 4"

COMPLETELY SEAL CORNER BY
APPLYING A 2" STRIP OF BARRIER
MEMBRANE DIAGONALLY AS SHOWN.

SLIDE HEAD FLASHING UNDER TOP
SHEET.

WRAP MOISTURE BARRIER AROUND
JAMBS OVERLAPPING BARRIER
MEMBRANE 2"

PAN FLASHING TO BE SPLICED INTO
OPENING PROTECTION

STEP 4

STEP 3

STEP 2

STEP 1

STEP 3 STEP 4

STEP 2
STEP 1

4" M
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.

MOISTURE BARRIER

7/8" CEMENT PLASTER SYSTEM

EXTERIOR SHEATHING

BATT INSULATION

WOOD STUDS

SELF-FURRING LATH

CONC SLAB

WEEP SCREED

BARRIER MEMBRANE

12
" M

IN
.

EXTEND VTR THRU ROOF AT A MIN. OF
1'-0" ABOVE FINISHED ROOF AND A MIN.
OF 1'-0" FROM ANY VERTICAL SURFACE.

TURN DOWN INTO VENT

FLANGED FLASHING SLEEVE

SHEET MTL. PITCH DAM

ROOF TILES

VENT SIZE AS NOTED ON PLAN

A8.01
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TYPICAL EXTERIOR THREE-COAT STUCCO
SYSTEM OVER CEMENT BOARD

1 NTS

DOOR JAMB AT STUCCO
6 3"=1'-0"

STUCCO CONTROL JOINT
4 NTS

TYP. WINDOW HEAD DETAIL
8 3"=1'-0"

WINDOW SILL DETAIL
5 3"=1'-0"

STUCCO INSIDE CORNER
7 6"=1'-0"

STUCCO - PREPARATION OF ROUGH
OPENING

11 3/4" = 1'-0"

STUCCO AT OUTSIDE CORNER
10 6"=1'-0"

TYPICAL EAVE DETAIL - 1 HR. RATED
9 3/8" = 1'-0"

STUCCO TERMINATION AT SLAB EDGE
3 3"=1'-0"

VENT TRHU ROOF DETAIL
2 1 1/2" = 1'-0"

FURNANCE AT ATTIC DETAIL
12 NTS



MDF SHELVING SYSTEM,
PAINTED WHITE

INTEGRATED HANGER
ROD; POLISHED CHROME
FINISH
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NOTE:
BLOCKING REQUIRED TO INSTALL ALL WALL
ATTACHMENTS. CONTRACTOR TO DETERMINE
LOCATION OF REQUIRED BLOCKING

SECTION AT
DOUBLE POLE

SECTION AT
SHELVES

SECTION AT
SINGLE POLE

2'
-0

"

21/2" 6" 21/2"
3"

3"

11
/ 2"

5"

PLAN

ELEVATION

SECTION

6"  24 GA. GALV. STL. DOWNSPOUT,
PAINTED

PRE CAST CONC. SPLASH BLOCK
WESTERN PRECAST CONCRETE OR
EQUAL

22 GA. G.I. STRAP LOCATE AT  TOP,
BOTTOM AND 6'-0" O.C.  MAX., EXPAN.
ANCHOR TO WALL

4'-0"

1'
-3

"

1'-3"

ISO VIEW
SIDE VIEW END VIEW

INSTALLED SECTION VIEW
SCALE 1/2"=1'-0"

ROOF
TILE

BAFFLE
SYSTEM

RAFTERS

BAFFLE

DRAINAGE
OPENING

TOP VIEW

12

See Elevations

1" Airspace Clearance Above Insulation 2x  @ 16" O.C.
See Framing Plans (Typ)

R-30 Insulation (Min)

Composition Shingles
over 15# Felt over
1/2" CDX Plywood

Metal Drip Edge

Gutter & Downspout

1x Fascia over
2x Subfascia

2x Lookouts @ 24" 0.C.

3/8" Ext. Plywood Soffit
W/2" continuous Screened
Vent or 4"x16" x 16" Screened
Metal vents @ 48" 0.C.

2x Cont. Lookout Backer

2x4 Studs @ 16" 0.C.

(2) 2x12" Header
@ Ext & Bearing
Walls (TYP) U.N.O.

(2) 2"x6" Top
Plates (Min.
Lap 48")

1/2" Gyp.BD. Ceiling

4" M
IN

.

(E) MOISTURE BARRIER

(E) 7/8" CEMENT PLASTER SYSTEM

EXTERIOR SHEATHING

BATT INSULATION

WOOD STUDS

SELF-FURRING LATH

EXISTING CONCRETE SLAB

WEEP SCREED

BARRIER MEMBRANE

EXISTING CONCRETE SLAB

EXTRUDED POLYSTYRENE, UNFACED,
NO POLYPROPYLENE OR FOIL FACING

1X4 FURRING @16"O.C.

PLYWOOD SUB FLOOR

A8.02
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SKYLIGHT DETAIL
9 3/8" 1'-0"

ROOF RIDGE TOP VENT DETAIL
4 NTS

CLOSET SECTIONS
10 1/4" = 1'-0"

ELECTRICAL FIXTURE HEIGHTS
11 1/4" = 1'-0"

DOWNSPOUT SPLASH BLOCK
8 1" = 1'-0"

SHOWER PAN LINER
6 3"=1'-0"

DOWNSPOUT ATTACHMENT DETAIL
7 3" = 1'-0"

NON- RATED ROOF EAVE VENTILATION
12 1" = 1'-0"

EXTERIOR FOOTING AND SLAB DETAIL AT
NEW LIVABLE AREA

3 3"=1'-0"
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